
RISK ASSESSMENT

	SITE ADDRESS
	

	WORKS
	WATER FED POLE WINDOW CLEANING

	SITE CONTACT
	
	TEL:
	


HAZARDS

	Fall from ladder
	NO
	
	Pedestrians walking into ladder
	NO

	Fall from window
	NO
	
	Slips & trips
	YES

	Fall from roof
	NO
	
	Overhead electrics
	NO

	Ladders slipping sideways at upper resting point
	NO
	
	Cuts from broken windows
	NO

	Ladders slipping outwards at bottom
	NO
	
	
	

	Failure of ladders/ access equipment
	NO
	
	
	


PERSONS EXPOSED TO HAZARDS

	Company employees
	YES
	
	Anyone visiting site during works
	YES

	General public
	NO
	
	Special groups (state which)
	NO

	
	
	
	
	


ACTION TAKEN TO REDUCE RISK

	Ladders will be footed or tied over 3 metres & always where stability requires
	YES

	A harness will be worn at all times when working on the roof or leaning from window
	YES

	Fully trained operatives to be used
	YES

	All ladders are fitted with non-slip feet & stabilizer bars used where practicable
	YES

	Warning signs displayed or cordon used at work area
	YES

	Person to foot ladder at all times
	YES

	Ladders, equipment tools & chemicals will not be left unattended at any time
	YES

	Will not work in bad weather (electrical storm/high winds)
	YES

	Wet areas to be left dry according to flooring type
	YES

	Broken, cracked or unsafe glass will not be cleaned
	YES

	Windows to be cleaned using water fed pole system wherever possible
	YES

	All hoses to be of bright colouration
	YES

	Hose to be run from vehicle along the shortest route to work area
	YES


ASSESSMENT OF RESIDUAL RISK SHOWN IN RED:     LOW  /   MEDIUM   /   HIGH

ADDITIONAL ACTION TO BE TAKEN TO FURTHER REDUCE RISKS

	


COMPLETED BY……………………………………………………       ISSUE  DATE      ……………………………………………………….

SIGNED               …………………………………………………..        REVIEW DATE   ……………………………………………………….

[image: image1.png]




